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NOTE:
If contacting us via email, include a
telephone number where you can be
contacted in case we have questions about
your order.
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E-Z CATCH MODEL NUMBER DECODING

Concerning the Caging Trailers and the Cage Staging Trailers manufactured by
Bright Coop, the model number decoding is described below.

T1-2001-001 M1-PBU

TRAILER UNIT / \ COLOR (If Painted)
TO - Single Trailer (For BL - Black
possible future use) BU - Blue
T1 - Front Trailer RD — Red
(Caging Trailer) WH — White
T2 - Rear Trailer (Cage CU — Custom (with
Staging Trailer) color information
following)
YEAR OF TYPE OF FINISH
MANUFACTURE P_ Painted
G - Galvanized
UNIT NUMBER

MODEL NUMBER

NOTE: Concerning model and unit numbers, any major design changes made to the unit
would result in the next series of a model number. Any minor changes in equipment used
in manufacturing would result in the same model number being used with an addition of
a decimal and a numerical digit placed after it. (Example: M1.1 is Model 1 with minor
changes in equipment or design)

Model Number Decoding concerning the Main Power Unit manufactured
by Bright Coop

2002 - 46

YEAR OF NUMBER
MANUFACTURE SEQUENCE
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E-£ CATCH HARVESTER GENERAL SAFETY STANDARDS

STUDY THE OPERATORS MANUAL

The information i this manual provide s general instructions for the safe ope ration of
your BE-£ Catch Harvestar, This information i vital and must ke clearly understooad by
the operator and service person. Stady this manual thoroughly and careflly before
operating or srvicing your E<L Cach Harvester. Contact Bright Coop, Inc. if you have
amy questions conce ming your Harvester, its oparation, service, or parts. Keap the
manuzl with the machine at all times so it will be available for rfernce. If the manual
becomes illegible or is missing, contact Bright Coop, Inc. for replacement tmirme diataly.
This manual cannct coveresvery situstion that might result in an accident. It is the

e spansibility of the operator to always mmain alert for potential hazard and be prepaed
to avoid thern!

AJOPERATOR TRAINING QUALIFICATIONS
1.} The user shall ensum that operaters understand that safe operation is the operatar s
m sponsibility. The wser shall ensure that operators am knowledgeable of, and obsarve,

all safety rules and praciices.
20 Crate and effective operator training program centersd around wser company” s
policie s, operating condittons, and chicken harvesters. The program shonld be presenied
completly to all new operators and not be condensed for those claiming previous
B perence.
1) Information on o perator training s available from Bright Coop, Inc.
4.3 An operator training program shoold consist of the following:
a) caminl selection of the operator, considering pliysical qualifications, job attiude,
and aptitude;
b.) emphasis on safety of stock, equipment, operator, and other personne |
.} citing of males and why they wem formulated;
d.) basic fundamentals of the E-Z Catch Harvester and component design as relaed

to safety, mechanical limitations, stability, efc.;

2.} mtroduction to equipment, control locations, and functions. Explain how they
work when wsed propery and problems when used imprope rly ;

£} supervis practice on operating the E-Z Carch Harve ster;

.} understanding the nameplaie data and operator instruction and waming
mformation appearing on the E-Z Catch Harvester,

h.} ensuring operator(s) ae familiar with both manoals in the event that information
st be retrieved from ooe or both manuals.

B} GENERAL SAFETY PFRACTICES

1.} E-£ Caich Harvesters can cause injury if irnpro parly wsed or maintained

2.0 Only authormed oparabors trained to adhem stictly to all operating instructions shall
b permniited to operate the E-Z Catch Harvester, Unusval operating conditions may
mquire additional safety precautions, fraining, and special operating instructions.

1) Modificattons and additions which affect capacity or safe operation shall not bs
preformed without Bright Coop, Inc's. prior written approval. Whemr such authorization
15 granted, capacity, operation, and maintenance instruction plates, tags, or decals shall be
changsd accordingly.






E-£ CATCH HARVESTER GENERAL SAFETY STANDARDS

4.1 The user shall see that all nameplates, cantion and instruction markings ae n place
and legibla.

C.) OPERATING SAFETY RULES AND FRACTICES
1.} Safe operation is the msponsibility of the operator.
1.} Thiz equipment can be dangerous if not wsed properly. The operator shall develop
safe working habits and also be awae of hazardous conditbons in arder to proect himsalf,
other parsonnel, the E-Z Caich Harvester, and other aquipment or structues.
1) The operator shall b familiar with the operation and function of 21l controls and
instnaments befor undertaking to operate the E-Z Caich Harvester.
4.) Befor operating the E-Z Catch Harvester, operators shall have read and be familiar
with the operator's manual.
5.) Understand E-Z Caich Harvester limitations and operate the machine in 2 safe
manner 5 45 not to causs mpary to personnal
6.0 Make certain bystanders maintain a safe distance (min. 6 feet) from the edge of
conveyars, platforms, and other similar working surfaces (see detail on Operating and
Accass Lones)
7.1 At the beginning of each shift and before operating the E-Z Caich Harvester, check
it"s condition, giving special attention to:

a) tires and their inflation pressume

bob wamdng dev ices

c.) lights

d.) mechanical systems, chams, lngs, balts, pulleys, and limic switches, atc.

.} controls and swikches

£} engine comparment and hydranlics (ail kvel, fuel leve ], elednical components )

g.) loose or damaged wiring or harmess'

h.} E-Stops, guards, and safety aquipment installed
f.) Ifthe E-Z Caich Harvester i found to be inneed of mpair or in any way is unsafe, or
if it contribute s to an unsafe condition, the mater shall be eported immediataly 1o the
user's designated authorry, and the Catchier shall not be operated until it has been
m stomed to safe operating condition.
9.0 Ifduring operation the E-Z Catch Harvester becomes unsafe in any way, the matier
shall be mpored imume diaely to the wser’ s designated authority, and the harvester shall
nat be operated uniil it has been restored to safe operating condition
10y Do not make mepairs or adjustments unless specifically anthorized o do sa.
11.) When mfualing, smoking in the ares shall not be permitied, the engine shall be
stopped, and the oparators shall not be on the machine.
12 Spillage of oil or fuel shall be camfully and compleie ly absorbed or evaporzied and
fuel tank cap mplaced befom estarting engine.
13 Do not use open flame s when che cking alectrolyte level in storage battenes or liguid
level in fual tanks.






E-Z CATCH HARVESTER GENERAL SAFETY STANDARDS

CONCLUSHON:

LI ATTEND OPERATOR TRAINING CLASSES

The E-Z£ Cakch operators must clearly understand all instructions conceming the safe
operation of the harvester and all safety rules and regulation of the work sie. They must
have succe ssfully completed a fraining coarse in accordance with Bright Coop, Inc.
(unkess supercedead by mgulations of Federal A gency ). They must be qualified as to their
visual, hearing, physical, and menial abilicy to ope rate the equipment safely. NEVER use
drugs or alcohol while operating 2 harveser. NEVER operzie or allow anyone to operae
a harvester when mental alemness or coordination is impeied! An operatar on
prescription or over-the-counter drags must consult a medical professional regarding amy
side & fiects of the medication that may impair their abelity to safely ope e the harvester.

L1 CREATE A MAINTENANCE PROGRAM

Faor the best harvester parformance and operation, 2 mainfenands pro gram is mequired
s the hour meter on the main electrical panel (lecated on the forward portion of the
main power unit) o keep mamtenance properly scheduled (See mainenance schedula),
Do pot operate & harve ster that is damaged or does not function proparly. Only
authorized parsonnel may make @ pairs or adpstments to the harvesier. After e pairs, the
harvester rust be & sted for safe oparation before Roming to samvice.

Al HARVESTER ENOWLEDGE

Study all of the manuals provided for you harvesier. Leamn the locations and meanings of
all safety decals. If any decals am ille gible or missing, have them replaced immediataly.
Make sure all safety fearues provided by the original manufactaer ae m place and
function properly. Do not operae & harvester with damaged, missing or unsage
comporents. Have it mpaired by anthorized service personnel Learn the functions of all
controls, gauges, indicator Lights, atc. on the harvester. When e ferring to the location of
harvester components, the terms “ki”, “right”, “front”, and “wear” ae elaed o the

machine whilk looking in the direction of travel while harvesting birds. If you have any
questions ahout the harvester, consult your supervisor. Failure to understand or obey
safely wamings can esull in serious injury or death!

4.) WORK SITE KNOWLEDGE
Befom operating on a work site, keam the mles for movement of people, harvester and all

other traffic. Inform your supervisor of any unsafe conditions observed at the work site,
Ak ays verify that local, stae/provincial and federal egulations have been met. Report

amy aocidents involying personnel, building strocthame s, and equipment to the suparvisor
immediaely. Always emain alert— conditions are constantly changing ar the work site!

5) TECHNICAL SUPPORT

All data provided in this manal is subject o production changes, additton of new
models, and improved product designs. I & question arise s e garding your harve ster,
pleass consalt Bright Coop, Inc. for the latest information. When ordering service parts

or Equesting technical information, be prepared to quote the applicable ModelSerial
Mumbe rs.
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MAINTENANCE SCHEDULLE:

Weekly

250 Hours
12 Weeks
Monthly

6 Months

As Needed

Hyd. Unit Oil Level

Hyd. Unit QOil Level or Leaking Unit

><|>| Daily

Change Hyd. Fluid

Check Hose Connections

>

Lubricate Chains

Lubricate Bearings

Check Engine QI

Check Engine Coolant

Belts

><| ><[>< >

Change Hyd. Filters - Return

Change Hyd. Filters - High Pressure

OILS USED:

Engine Oil: 10w-30 - 3.49 Gallons (13.2 gts)

Hydraulic Oil: Type 67 - 32 Gallons

Coolant: 4 Gallons (16 gts) mixed (50/50 with water)
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DATA TAG LOCATION
AND SPECIFIC INFORMATION
FOR YOUR UNIT

The data tags for your new E-Z Catch Harvester are located as follows. They
have pertinent information for ordering parts. The L.D. number designates the model,
date of manufacture, modifications, manufacturing sequence, and finish your unit has.
They are place in areas where they are least likely to be abused. The same information is
stamped in the frame just above the data tag in case they are damaged beyond recognition

The tag for the Cage Staging Trailer is located below the hose connections on the
left front corner as shown in the photos below while the one for the Caging Trailer is
located on the frame rail inside the valve access door just behind the assist wheels.

AT A e
B PSS GRS | 1, TG FOR

UAGING TRAILER '

Below is the data for your specific units:

Main Power Unit Serial Number

Caging Trailer Serial Number

Cage Staging Trailer Serial Number
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INTRODUCTION

The E-Z CATCH manual explains the controls, proper operation and maintenance
of your machine. Study and understand these instructions thoroughly before operating or
maintaining the machine. Failure to do so could result in personal injury or equipment
damage. Consult your Bright Coop representative if you do not understand the
instructions in this manual or need additional information.

Throughout this manual there are places where precautionary statements have
been placed to try and assure the job or item discussed are done with Personal Safety and
Safety of Others in mind. Following is a description of each of the statement headings.

Indicates a warning concerning operations that may lead to death or injury to
persons if not performed correctly. In order to use the equipment safely. always pay
attention to these warnings.

Indicates a potential hazard or unsafe practice which. if not avoided, could result
in serious personal injury or death.

A CAUTION|

Indicates a caution concerning operations that may lead to injury of persons or
damage to property if not performed correctly. In order to use the equipment safely,
always pay attention to these cautions.

NOTICE!

Indicates a “shortcut™ or the proper way an operation should be performed to
expedite the operation or prevent damage to the equipment if it is not performed
cortectly. In order to use the equipment correctly. always pay attention to these notices.

This manual is intended as a supplement of the JTT Chicken Cat Manual
concerning the main power unit and attachments supplied by Chicken Cat or other
manufactures of specialized equipment used. Refer to the JTT Chicken Cat Manual for
their recommendations or to the specifications and manuals of any other manufacturer
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that has furnished equipment for this machine. On parts or components not directly
produced by Bright Coop, Inc., the original manufacturer’s recommendations shall take
precedence over our recommendations should there be a discrepancy found.

The instructions, illustrations, and specifications in this manual are based on the
latest information available at the time of publication. Your machine may have product
improvements and options not yet contained in this manual.

Bright Coop. Inc. reserves the right to make changes at any time without notice or
obligation.

A copy of this manual is supplied with each machine. Additional copies can be
ordered by contacting Bright Coop. Inc.

Right and left sides of the machine are determined by facing in the direction of
forward travel

KEEFP THE MACHINE IN GOOD CONDITION
Be sure the machine is in good operating condition and that all safety devices,
including shields. are installed and functioning properly.

Visually inspect the machine daily before starting. Refer to the daily check list in
section 4.

Make no modifications to your machine unless specifically recommended or
requested by Bright Coop, Inc.

4 YU L Ei D

NEVER OPERATE THE MACHINE WITH ANY OF THE PROVIDED
GUARDS, SHIELDS OR SAFETY DEVICES REMOVED. ALWAYS
REPLACE ALL GUARDS, SHIELDS AND SAFETY DEVICES BEFORE
OFPERATION.

Bright Coop Inc. has manufactured the E-Z Catch Harvester with the safety of the
operators and personnel in mind and has made the E-Z Catch Harvester as dependable as
possible. Even so, as with any machinery, it is the responsibility of the operator(s) and
maintenance personnel to operate and maintain the E-Z Catch Harvester in a safe manner.
Use good judgment when operating and maintaining vour E-Z Catch Harvester.

PLEASE BE CAREFUL AT ALL TIMES!
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SAFETY FEATURES
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SAFETY STICKERS AND LOCATIONS
SECTION 1

1 SAFETY STICKERS
All Stickers are located in same locations on opposite side of machine

////////////////////////////

STAY CLEAR’

/////////////////////////// //

STAY CLEAR — 360-00063
Location: On intermediate belt and twice on the telescopic conveyor

PINCH o
POINT

PINCH POINT — 360-00027 KEEP FINGERS CLEAR — 360-00116
Location: 2 on Telescopic Loading Location: Telescopic Loading Conveyor
Conveyor, Long Belt Adjustment

Bracket. and Front Roller Support Frame

SAFETY FIRST

FAILURE TO READ AND UNDERSTAND
THE OPERATING INSTRUCTIONS MAY
CAUSE SERIOUS INJURY OR DEATH!!

SAFETY FIRST — 360-00046
Location: On top of both the Main Control Panel and Steering Chain Guard
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CAUTION

DO NOT MAKE ADJUSTMENTS WHILE
MACHINE IS OPERATING OR IN MOTION

DO NOT MAKE ADJUSTMENTS - 360-00044
Location — Above Control Box. on top of chain guard. and incoming chain

CAUTION

MOVING PARTS — SERVICE, CLEAN
OR ADJUST ONLY IF POWER IS OFF

MOVING PARTS — 360-00040
Location — Telescopic Loading Conveyor and end of cage staging trailer

CAUTION

DO NOT ATTEMPT TO REMOVE GUARDS
WHILE MACHINE IS IN MOTION (RUNNING)
— REPLACE ALL GUARDS
STARTING MACHINE

DO NOT ATTEMPT — 360-00042
Location -

CAUTION

STAND CLEAR (6 Ft. Min.) WHILE
MACHINE IS OPERATING AND IN MOTION

STAND CLEAR (6 FT. MIN) — 360-00037
Location — 5 locations on telescopic loading conveyor
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SAFETY STICKER LOCATIONS

Stay Clear

Stay Clear

EZ Catch Safety Sticker
Locations
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Safety Precautions

Never service or clean the machine while engine is running.

AWARNING

Never reach into or place objects between belts, drives, or
any part that is subject to move and create “pinch points™,

Always insure all guards are in place before operation —
they have been placed for your protection.

Never stand or let bystanders be within 6 {t. of machine
while in operation. Only the operators should be inside the
operating zone during operation. All other bystanders must
be outside the operating zone of the machine including
access zone of forklift. See “operating and access zones™
detail sheet.
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SAFETY FEATURES
SECTION 1

1.1 SAFETY FEATURES

E-S5TOPS

There are four (4) E-
Stops located around the E-Z
Catch Harvester to disable the
machine in the event something
happens that requires a “quick”
stop of all operations. There are
two located on either side of the
telescoping conveyor just behind
the collector head for
convenience of the operator(s)
working in that area and two
located on either side of the
caging conveyor (belt no 3) for
the convenience of the caging
operator(s). See the following
photos for locations.

There is also an E-Stop
located on the remote, however,
this E-Stop only disables the
functions operated with the
remote. See Section 6 for details
on these functions and the
location of the E-Stop.
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GUARDS

There are various guards
placed to help prevent accidents.
ALWAYS MAKE CERTAIN
EACHGUARD IS IN PLACE
BEFORE OPERATING THE E-
ZCATCH. They are there for
your protection and the
protection of others.
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Welcome Te
Bright Coop Inc.!

Bright Coop had its humble beginnings in 1951. Charles and N G. Bnuht reared in their father’s
erocery business, had returned from World War IT and as the il e

50"s approached, realized the time of the personal service
grocery store had passed, for large grocery chains were
bezinning to show interest in the Macogdoches market.

With an abundance of both pine and hardwoeod timber in the
area, the brothers initially thought of building church |
furniture. The broiler industry was in its infancy in East
Texas at this time and a couple of local “chicken haulers”
impressed upon them the need for locally produced and
readily available chicken coops for transporting birds to the
Houston area and other markats.

After much deliberation, the brothers decided te build
chicken coops, Their auspicious beginnings, with limited N G & ChaﬂEE Bnght

capital and a “fly by the seat of your pants and learn as you go” attitude. enabled them to produce
a coop that was just what the local market needed.

There was a readily available labor pool of unskilled but hard working rural folks who were
willing to learn what it took to make coops.
Bright Coop was an equal opportunity emplover
30 vears before the govermnent coined the plirase
and made it a part of the work force.

Initially, every step of coop production was by
hand but as they gained experience, some of these
steps were eliminated with the intreduction of
machines, many of which were designed or
adapted by Walter Harris, a machinist who joined
the fledgling company in its infancy.

ong“']ai Wooden Cm As with any new venture, “the Bright boys™ as

they were called by local folks, tried many things
in getting their business going; manufacturing cane bottom chairs; broom handles; hauling grain
and other produce; whatever it took.

They seon added a small mill behind their Iot to cut and dress the wood they purchased in a
variety of sizes for making coops. As the broiler
industry began to really take shape in the 50's, so
did their business grow. From supplying a local
market, they began to expand into neighboring
states and even had sales in Mexico., Jamaica.
Puerto Rico, and Auwvstralia. eventually selling
coops in practically every broiler producing state
in the nation, all the while adding to their facilities §
and expanding their holdings around their original
sife.

" "
With the advent of plastic coops in the early 707s, Rmd Old Number 1







Welcome Te
Bright Coop Inc.!

wood chicken and turkey coops began to lose their popularity with the live haul industry that had
evolved through integration of the breiler industry. Continuing their wood products base. the
Bright's added pallet building to their product line, supplying wood pallets to petrochemical
companies and refineries along the Texas and Louisiana gulf coast as well as other markets,

In 1976, N.G., the older of the brothers, decided to retire and sold half of his interest to Charles
and the other half to a long time employee, Joe Biggerstaff,

Upon his return from the Southeastern Poultry Convention and trade show in Atlanta in 1978,
Charles was convinced the wood chicken coop business was all but gone, as plastic coops had
taken the market. He and Walter Harris immediately began to consider ways to “develop a better
mouse trap”. Thus was born the Cage Dumping system as it is known today. John Holladay. an
employee of USDA's Russell Research Center in Georgia, had developed a coop dumper and he
aided in the design and development of the cage dumping system.

Bright Coop Inc. is also a large contributor to the turkey industry live haul. In 1958 they
designed and built the first all metal constructed live haul stationary turkey coops and added in
1965 their turkey end loader to aid the loading of turkeys into the coops. The experience gained
in designing and building the turkey loader has given many ideas and valuable knowladge in the
development of the E-Z Catch Harvester for the broiler industry.

In 1989, the pallet operation was sold and Charles Bright became the sole owner of the company.
In 1992, the firm began building trailers with the trade name of VIKING, for the forestry, poultry

- and highway markets, Bright Coop Inc.,
continues to grow as evidenced by the
addition of our new 33,000 sq. fi. stare-
af-the-ant rrailer manufacturing faciliry
in 1998  The firm continues in the
tradition established by Novel Bright,
who taught his sons the meaning of
personal service at an early age, and
instilled in them the lesson by example
that “your word is as good as your
bond”. Clem Russell. general manager,
adheres to these same principles, learned
through leng association as an employee
whose tenure began when he was a
young teenager.

“We're proud 1o be a part of
ater powdiry Industry as we know it today, We 've enjoved our associarion wirth this great indusiry
through the vears and certainly hope that we have contribured to its growth and success.”

This company has a long and proud history. not only of one man’s achievements but of the
accomplishments and contributions of many under his leadership.

“Our more than 150 emplovees are dedicared 1o manufacturing the best products we can
and providing the best service possible.  Thanks to vou, our valwed customers and friends, and
athers like vou, we have been able to grow and look forward to continuing to serve vour poultry
five hawl and transportation needs in the future.”
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DAILY CHECK LIST ON THE FARM
SECTION 4

BEFORE UNLOADING MACHINE FROM TRANSPORT TRAILER

Hooooauo

Check oil level in the engine before starting
Check the coolant level in the cooling system
Check the hydraulic fluid level

Check the fuel level

Clean the Pre-filter on the engine air cleaner
Inspect under the machine for oil or water leaks
Inspect the tires for proper inflation or flats
Inspect the feather screen and clean if necessary

Inspect all mechanical devices that are visible for any defects

BEFORE LOADING MACHINE ON THE TRANSPORT TRAILER

il

Inspect all belts and lacing for tears, tracking or other defects
Visually inspect the incoming and outgoing chains for defects

Visually inspect the master links on the incoming and outgoing chains for
Proper connection or defects

Make a list in the remarks section below of all broken parts or anything found in need of
repair. Forward this list to the designated person(s) so repairs can be made.

REMARKS

Checked By:

Date:

Page 1 of |






0000000 0000 ooooood

E-Z CATCH HARVESTER
RY
BRIGHT COOP_INC.

DAILY CHECK LIST AT THE SHOP
SECTION 4

Check oil level in the engine before starting
Change the engine oil per manufacturer’s specified intervals
Check the coolant level in the cooling system
Check the coolant system for leaks and repair if necessary
Keep the coolant at a S(/50% mix of water and anti-freeze
Check the hydraulic fluid level

Check the hydraulic oil for contamination. If it is grey or white in color
(water in oil) it must be changed immediately

Change the hydraulic oil every 1000 hours of operation
Check the fuel level and fill if necessary
Replace the engine fuel filter every 400 hours of operation

Clean the engine air filter element every 8 hours of operation or replace
per manufactures specified interval

Inspect under the machine for oil or water leaks

Inspect the tires for proper inflation or flats

Inspect the Collector Head drive tires for proper inflation or flats
Inspect the feather screen and clean if necessary

Check the alternator belt for proper tension and condition. Replace
If necessary

Check the battery for condition and fluid level every 100 hours
Of operation

Inspect all conveyor belts for tears and condition of lacing

Page 1 of 2
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Check the tracking of all belts
Check the pick-up heads for missing fingers or excessive wear

Grease all rollers, especially the one marked “grease point 17 in
Section 5.1 of this manual

Grease all bearings

Inspect the incoming and outgoing chains. lugs, and links for condition
And repair if necessary

Wash as much as possible with special attention to rollers on belts

Inspect for wear and leaks on hydraulic hoses and connections

(00 o0 0o

Coat the electrical connectors with dielectric grease, weekly

REMARKS

Checked By: Date:

Page 2 of 2
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LUBRICATION POINTS





































































































































































































































































































































































































































































